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:AGFACOLOR AND :AGFACHROME PROCESSING 
Colour processing systems 

 :Agfacolor Process AP 70 in roller processors 

Process solution Time Temperature (°C) Replenishment rate 
(guideline) 

Developer 70 CD-R or 
CN/CD-S Universal 

3 min 15 s 37.8 ± 0.25 1075 ml/m2 

Bleach 70 BL-R and 
BL-S Universal 

4 min 20 s 38 ± 3 810 ml/m2 

Wash 1 min 5 s 38 ± 3  

Fixer FX Universal 4 min 20 s 38 ± 3 810 ml/m2 

Wash 3 min 15 s 38 ± 3  

Final bath 70 FI (LF) 1 min 5 s 24 - 41 810 ml/m2 

Drying  max. 45  

 
To increase the contrast in a colour negative, the standard developing time and temperature can be 
changed. When pushing the development, the developing time can be increased to maximum 
5 minutes 20 seconds. The temperature of the developer can also be increased to maximum 41 °C. 
Both pushing methods can be used either separately or simultaneously. 
 

 :Agfachrome Process AP 44 in roller processors 

Process solution Time Temperature (°C) Replenishment rate 
(guideline) 

1st developer 44 FD-R or  
44 FD-S 

5 –7 min 38 ± 0.3 2150 ml/m2 

1st wash 1 – 4 min 33 – 38  

Reversal bath 44 RE 1 – 4 min 24 – 39 1100 ml/m2 

Colour developer 44 CD-R 
or 44 CD-S 

5 – 8 min 38 ± 0.6 2150 ml/m2 

Conditioner 44 BC cube 1 – 4 min 24 – 39 1100 ml/m2 

Bleach 44 BL-R cube 6 – 8 min 33 – 39 215 ml/m2 

Fixer FX Universal 4 – 6 min 33 – 39 1100 ml/m2 

2nd wash 2 – 4 min 33 – 39  

3rd wash 2 – 4 33 – 39  

Final bath 44 FI (LF) 30 s – 4 min Room temperature 1100 ml/m2 

Drying  Max. 45  
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 :Agfacolor Process AP 94 in roller processors 

Process solution Time 
paper 

Time 
film 

Temperature (°C) Replenisher Replenishment 
rate (guideline)

Developer  
94 CD-R Prof 
94 CD-LR 

45 s 110 s* 35 ± 0.3 °C  94 CD-R Prof. 495 ml/m2 

Bleach-Fix 
94 BX-MR Prof 
BX - Additive 

45 s 110 s 30 – 36 °C  94 BX-MR 495 ml/m2 

Wash 90 s 220 s 30 – 40 °C  - 2 – 11 l/ m2 

Drying   max. 80 °C (paper)

max. 45 °C (film) 

- - 

 
 

 Assortment 

AP 70/C41 process 

Description Ready-for-use Ordering code 

70 CD-R 2 x 25 l BPBKT 

CN/CD-s univ 150 l 5FXFJ 

70 BL-R 40 l BRWOY 

BL-S univ 100 l 5FXEG 

FX univ 90 l BPBYO 

70 FI (LF) 100 l BL13U 

 
AP 44/E6 process 

Description Ready-for-use Ordering code 

44 FD-R 2 x 25 l BPWUU 

44 FD-S 200 l BNYAG 

44 RE 2 x 25 l BNYCL 

44 CD-R 2 x 25 l BPWWY 

44 CD-S 200 l BNYJX 

44 BC cube 100 l BQ3SP 

44 BL-R cube 30 l BQ3TR 

FX univ 120 l BPBYO 

44 FI (LF) 100 l BNYXS 
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AP 94/RA-4 process 

Description Ready-for-use Ordering code 

94 CD-R prof. 2 x 20 l B2PSS 

94 CD-LR starter 100 l BY69Y 

94 BX-MR prof (2 parts) 4 x 10 l 5C5RB 

BX-additive for BX-MR 5 l BRGXP 

 
Other 

Description Ordering code 

Algezid II cleaner (1 l not diluted) BUNDZ 
Test strips AP 94 BZQ9E 
Test strips AP 70 BUX5S 
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